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EFFECT OF CHORD SIZE ON WEIGHT AND COOLING
TURBINE BLADES 1

CHARACTERISTICS OF AIR-COOLED

By JAIJKB. EsGq EUGHNZIF. SCHUM,and ABTHDEN. CURRDN

SUMMARY

An analysis hm beenmadeto determinethe e$ect of chordsim
on the weight and cooling churacte?%?tic$of sha%supporied, air-
cooled gas-turbim blades. In uncooled turbinm with solid
bladtw,the generalpractice h.mbeen to design turbiruxwith high
a.qgectraiio (~mail blmihchord) to achieve eubetutiial turbine
weightredw.%wn. With air-cooled blades,thti stwdyshows thai
turbine bladeweigh is affectedto a mwchsma.%r degree by the
ti.~ of the bladachord.

The LmMransfer an.4dy8i9Amos thut cmwiderabb saving in
coolant@w is poseibb by wiilising a 87nder numbs’ of large-
clwrd b.?adesrather thun a larger number of d4wrd bladee
with constant blade solidity. Qenera/ly,turbintx with a blade
chord of only 1 inzh require abowt twice m much coolumtw
turbineswith $inch-chord bl.adxfor a turbine-inlei t.nnperature
of fi600° R, As the blade chardG reduced below 1 inch, m it
mightbein smuildiametm engine-e,thecoolant-jbw require-
increme ve~ rapidly. The cooluntjibw required for a blade
with ~-inch chord muy be more than twiw thui requiredfor a
l-inch-chord blade. In &ition to tlwhigh coolati- wce-s-
sa~, tlwwnal.1-chordbladesare O* unable to pa.98the required
coolaniJ?Owat the premure lmels encountered in enp”ne opOa-
tion. Although this investigationwas conductedspeci@aUy on
corrugaik+insert bl.adee,the trcnda of the re.sd.i%are believedto
be genmd. The study shave that, in air-cooled4urbine de@n,
efforts should be made to w-seblades with as large a chord w
appearsfeasible with regard to disk 8tremand aerod~mi~.

INTRODTJCHON

Turbine blade chord is an importmt consideration in the
design of uncooled turbines, primarily because of ita effect
on turbine weight. This investigation was conducted to de-
termine bow blade chord a.iTectsthe weight and cooling char-
actoristica of air-cooled turbines. In general, the number of
blades in a turbine can vary considerably without signiii-
cantly affecting the turbine performance as long as the blade
solidity (ratio of chord to pitch) is maintained constant. For
solid uncooled turbine blades, the total airfoil weight is in-
versely proportional to the number of blades in the turbine
(directly proportional to chord) for constant solidity. Since
aerodpmnic performanc~is only slightly ailected but weight
is significantly affected by the number of blades, it has been
common practice among manufacturers of uncooled turbines
to use a large number of short+hord high-aspect-ratio blades

in their turbines. ‘With the introduction of cooling into the
turbine, some of the old rules are no longer valid, and a new
look is required to deternine optimum blade sizes.

In order to permit intieases in turbine-inlet temperature
on the order of 500° to 1000° R, it is necessary to extend cool-
ant passages well into the blade leading and trailing edges.
The trailing-edge coolant passages usually cause a thickening
of the trailing edge and increased gas-passage blockage for
each blade. This gas-passage blockage results in an aero-
dynamic performance loss. The required trailing-edge thick-
ness for air-cooled blades is almost independent of blade size.
A method of reducing the total gas blockage for the turbine
is to reduce the number of blades and increase the chord to
maintain solidi@. & a result, the optimum numbar of
blades with respect to aerodynamic performance may there-
fore decrease as trailing-edge thickness is inoreased.

Other factors may also suggest the use of a smallernumber
of larger-chord blades in air-cooled turbines. It is easier to
build the required internal surface area into larger blades,
and the total coolant-passage flow area for the turbine is
almost directly proportional to chord size (same as weight
being proportional to chord for solid uucooled blades), so
that, for a given flow rate, pressure losses should be smaller
when the chord is increased. In addition, total airfoil weight
for blades with a portion of the interior hollowed out is no
longer directly proportiomil to the ohord for constsmtsolidity.
H the airfoils were thin hollow shells, the total airfoil weight
for oonstant+olidity turbines would almost be independent
of chord size.

In order to obtain a better understanding of the effects of
chord size on air-cooled turbine blade weight, cooling effec-
tiveness, and oooling-air pressure losses, an analytical study
was made of these efTectsfor corrugated-insert blades with
chords varying from ~ to 3% inches. In these studies two-
stage turbine engineswere considered, with turbine dimueters
varying horn 15 to 35 hiohes, so that the tnrbme blade aspect
ratios varied h-cm approximately 1 to 4 for the range of
chords considered. Required coolant flow and pressure
losses were calculated for an engine with a sea-level com-
pressor pressure ratio of 10 flying at a Nlach number of 2.0
at 50,000 feet. While these remdts may not be completely
general, the trends should be indicative of the effect of tur-
bine blade chord size for a wide range of application.
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SYMBOLS
cross-sectional metal area,_sq in.
flow’area, Sq ft
turbine blade aspect ratio
friction coei%cient
turbine blade chord, ft
spetic heat at constant pressure, Btu/(lb)

(“R)
diameter, ft
pumping work, Btu/lb
constant, function of

and E&r number
cenWuga.1 form, lb

blade, transition ratio

acceleration due to gravity, ft/see?
effective inside heat-transfer eoeflicient, Btu/

(see) (sq ft) (“R)
blade-to-coolant heat-transfer ccdlieient, Btu/

(see) (sq ft) (“R)
gas-to-blade heat-transfer coefficient, Btu/

(see) (sq ft) ~R)
mechanical equivalent of heat, ft-lb/Btu
constants
thermal conductivity, Btu/(see) (ft) (“R)
effective fin length, ft
blade perimeter, ft
mass, (lb) (se@/ft
distance between fins, ft
Nusselt number
relative total prwmre, lb/sq ft abs
Prandtl number
static pressure, lb/sq ft abs
heat flow, Btu/sec
Reynolds number
radius horn center of rotation, ft
surface area, Sq ft
relative total temperature, ‘R
static temperature, ‘R
tip speed, ft/sec
flow rate, lbjsec
distance tim blade root, ft
corrugation amplitude, in.
exponent, function of blade transition ratio

and Euler nurnbar
coolant-passage aspect ratio, ratio of cwruga-

tion amplitude to half corrugation pitch
metil densi~, lb/cu in.
viscosity, (lb) (see)/(sq ft)
stress, psi
fin thickucss, ft
JZG
angular veloci~, radians/see

cooling air
blade, or based on blade temperature
cmrllgations
effective
g=
hub
inside
outside

T turbino
t tip
z 10CSJcondition at z feet above blade root

ANALYSISAND PROCEDURE
AIRFOIL W~GHT ANDSURFACEAREAS

The internal surface area per unit length of span of air-
cooled turbine blades depends upon the nerodpamic profile
of the blade, the blade chord, and the shell thickness, as
ydl as the type of internal configuration. As the blade
chord is varied, it generally is not possible to scale the blado
directly to make the ratio of internal to external surface ama
remain constant. There are several reasons for this. I?irst,
there are minimum practical dimensions with regard to
strength and fabrication. It is possible to vary shell thick-
ness somewhat, but there are minimum thicknwaes that
depend on impact loads that the shell must withstand from
foreign objects in the gas stream such as sand and carbon
flakes. Minimum thicknesses of both the shell and internal
configuration are determined by structural rigidity and by
the effect of braze penetration for configurations that rely
on brazing. In addition, the individual coolant-passage aim
can be reduced only so far and then the cooling-air pressure
losses may become exorbitant or the passages may becomo
plugged by brazing during fabrication or by small particles
of foreign matter in the cooling air. For these reasons, both
large and small bladea may have an internal configuration
where each passage has the same dimensions.

A type of air-cooled turbine blade that offers considerable
potentiality for permitting substantial increases in turbino-
inlet temperature with moderate cooling-nirflow require-
ments is the corrugated-insert blade such as shown in figure
I(a). In this type of blade, corrugations of uniform ampli-
tude are brazed to the inside surfaces of the blade shell. The
b=t corrugation geometry is generally one that provides n
maximum of surface arm within pressure-drop limitations.
This beat corrugation is usually independent of blade chord
as long as it ean be placed inside the blade cavity, but the
relative chordwise length of this corrugation is very much
dependent upon the blade chord, as illustrated in figure 1..

(a)

/
(b)

(a) Typical corrugated-insert blade.
(b) Effect of plaoing cm-ragation in small-ohord blade.

FIGUREl.—Effeot of blade ohord on air-oooled blade insfde heat-transfer
surface area.
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for two blades of the same profile but with diflerent chord
lengths,

The ratio of internal to external surface area gives an in-
dication of blade-cooling effectivenem. A practical method

mining how- chord size affects the internal surfaceof deter
area is to make layouts of each blade to be investigated.
This method was used in &is report by using an assumed
outside blade profile at the mean section shown in figure 1,
where the maximum blade thiclmws is approximately 15
percent of the chord. The coolant paasage was assumed to
be uniform from root to tip. The outside profile changed
slightly to permit taper in the blade shell. These assump-
tions result in a slight approximation, because in actual
practice the blade protie will change along the blade span
more than considered herein, but it is possible with proper
design to maintain internal surface area approximately con-
stant from root to tip. In all cases it was asaumed that
metal corrugations qnd the sheet-metal island in the center
of the blade were of uniform thickness along the span. The
corrugations were resumed to be 0.005 inch thick, and the
island sheet metal 0.010 inch thick. The pitch of the corru-
gations was assumed to be 0.050 inch, and the amplitude
was varied from 0.030 to 0.070 inch. Thi$ range of internal
geometries has been found to have effective heat-transfer
characteristics from a study of corrugations by the method
of reference 1. The chordwise length of the corrugations in
each blade size being known horn layouts, the surface area
and the cross-sectional area were calculated from relations
given in reference 1. The blade shell, including leading- and
trailing-edge portions where there were no corrugations,
was also included in these calculations. The blade weight
was calculated from the cross-sectional area using a metal
density of 0.3 pound per cubic inch.

For a linear variation in metal crosa+ectional area horn
root to tip of turbine blades, an expressionfor the centrifugal-
stress distribution in the blades can be derived in the follow--
ing manner. The Cros-s+ectionsl-areadistribution along the
span can be expressed by
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or

. A–A T–T=——
AX=–T,–T=

(1)

‘=~F--(l-al (2)

where r and A are variables. The stress ia obtained from

z J rt m’
4r.=~= r=~ dM (3)

where
*_12rAdr—

9
(4)

and the constant 12 is a conversion from feet to inches. Com-
bining equations (2) to (4) and integrating give the following
expression:

(’-$)+%+(31(+)(5)

J

E itisnoted that ZJ,=ur and if terms are collected, equation
(5) can be written

By letting r~rfi and A.=A, in equation (5a), the
centrifugal stieas at the blade root can be calculated; and
by multiplying both sides of equation (5a) by (1200/Z7J2an
equivalent root stress can be obtained. The resulting values
of equivalent root stress U(1200/UJs are then, of course,
the actwd stresaeafor a tip speed of 1200 feet per second,
which is a representative turbine speed. The stress values
are presented in this manner so that they can be quickly
converted to the stress that would result for any other tip
speed of interest.

TABLE I.—TEMPERATURES,PREMNJRES,AND OTHER CONDITIONSUSED IN ANALYSIS

Assigned wnditi-ens:
Engine compresmr pressure mtio --------------------------------- 10 at sea-level-statiu conditions; 6.3 at fight conditions
Flight dtitide, ft------------------------------------------------------------------------------------------ 50,000
Flight Maoh number --- ------------------------------------------------------------------------------------
Turbine-inlet temp., 0R------------------------------------------------------------------------------------ 2:0:
Ram recovery pre9t3ummtio --------------------------------------------------------------------------------- 0.87
Compressor adiabatio efficiency ------------------------------------------------------------------------------ O.S5
Turbine adiabatio effioienoy --------------------------------------------------------------------------------- O.S5
Relative Mach number of gas entering tibtie ----------------------------------------------------------------- O.6
Mach number of gas at turbine etit --------------------------------------------------------------------------
Max. centrifugal turbine blade root stress for taper factor of 0.7, wL--------------------------------------------- 30, }0~
Second-turbine-stage hub-tip radius mtio ----------------------------------------------------------------------
Turbine blade stress-ratio faotor ---------------------------------------------------------------- 1.0 (exoept fig. %!
Turbine blade solidity at mean section (both s@H)------------------------------------------------------------ 1.5

Calculated condition
First-turbJme+ta e hub-tip radius mtio -----------------------------------------------------------------------

d
0.73

&%!&&p&oba&e tea. (blade root cooling-air temp. for most calculations), OR-------------------------------- ~~%
same for both stages), ft/seti ---------------------------------------------------------------

Compresor-disoharge to rw.sure, lb/sq ft------------------------------------------------------------------- 10,420
Statio gas pressure at bladeptip, lb/sq fi-------------------------------- 7340 (tit-stage rotor); 4000 second+tage rotor
Effeotive

F
s tempera% OIL_------ -------------------------------- [

)
2390 first-stage rotor); 2048 second+tage rotor

[Constant f in gaa-to-bla e heat-transfer coefflcientj eq. (13) -------------- 0.721 tit-stage rotor); 0.467 (second-stage rotor
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TURBR?EDEIIGN

In order to make this amdysis representative of conditiom
that might be encountered in cooled turbojet engines, a two
stage turbine was designed for an engine with a sea-level-
static compressor pressure ratio of 10. The engine desigr
point was taken for a @ht Mach number of 2.o at 50,00C
feet. Heat-transfer calculations weie also made for these
conditions. The turbine was designed according to the
methods in reference 2, and temperature and pressure condi-
tions at various stations through the engine were calculated
by means of reference 3. The assigned conditions and the
resulting calculated conditions are listed in table I. The
compressor pressure ratio of 6.3 at a fight Mach number of
2.o would result from constant-mechanical-peed operation
for an arbitrarily assumed compressor.

The assigned turbine conditions result in a conservative
turbine design. In a conservative turbine there is consider-
able freedom in the choice of a blade profile. h assumed
profile was used in this invwtigation that is believed to be
typical of profiles that may be encouniwed in air-cooled
engines. For the sake of simplici@-, the same proiile was
used for both the first and second stages and for all chord
lengths. The profile is shown in @gu.re1.

In order to investigate a representative range of engines,
turbine diametera of 15, 25, and 35 inches were considered,
with a corresponding size change in the rest of the engine.
The turbine design w-as the same for all diametera, but of
course the blade size vaxied with the ‘diameter.

BLADECOOLANT-FLOWREQ~ 1
The coolant-flow requirements for air-cooled turbine blades

depend on the gas-b-blade heat-transfer Coeflicien@ the
blade temperature, the gas temperature, the coolant tempera-
ture at the blade base, and the coolant-passage geometry.
In this analysis all these factors except the gas temperature
vary for one reason or another. The calculation methods
include each of these effects.

(ha-to-blade heat-transfer coe13&ent.-The average
Nus-selt number i%,, from which the average gas-to-blade
heat-transfer coefficient &is obtained, can be found from the
following correlation equation (ref. 4):

iVu=l@?e)’(Pr)’fi (6)

The refer~nce length in the Nwelt and Reynolds numbers is
lJT, and F and z are functions of transition ratio and J3hder
number of the blade.

The Reynolds number in equation (6) maybe written as

By combining equations (6) and (7), the gas-h-blade heat-
transfer coefficient can be expwsed by

The term wg~/Afl..P~ is a function of gas Mach num-
ber and is essentially constant for Mach numbers between
0.7 and 1.0 (max. variation is about 9 percent). A Mach
number of 0.7 is probably representative for most turbine
designs; consequently, wx~/A1@~ was evaluated from

reference 5 for that Mach number. For this investigation
variations in gas pressure (due to altitude) and gas tem-
perature -were not considered. The gas fluid properties
~g,~,h,b, md PT em be written as a function of thq,blade
temperature: ~

kz,~=Klt~O.a (f))

~z,b=K,t~0.7 (lo)

Pr =K8 (11)

The perimeter of the blade used in this analysis is 2.3’4(0),
The perimeter can then be expressed in terms of the turbine
tip diameter and the blade aspect ratio and hub-tip radius
ratio as follows:

,0=2.34(3(+, (12)

Substitution of equations (9) to (12) into equation (8)
results in ~

(13)

where K4 is a grouping of all the constant terms in equations
(8) to (12).

In reference 6, ten blade profiles were nnalyzed, including
both impulse and rmction blades. An average value of s
for these ten blades is 0.70. Using the vrdue of z for rotor
blades, equation (13) becomes

Equations (13) and (14) can also be written

(14)

(16)

In this investigation K, -wasevaluated for each turbine stage;
and then the variations in hOwith turbine diameter, blade
aspect ratio, and blade temperature were calculated by um
of equation (14). The turbine blade temperature tb varies
along the span because of heating of the cooling air.

Blade-to-coolant heat-trmsfer coeffloient.—The boundary-
Iayer flow inside air-cooled blades maybe kn.inm, turbulent,
or in transition. In laminar flow the heat-transfm correla-
tion equation depends on the coolant-passage aspect ratio
a (ref. 7). For turbulent flow the Nuwdt number can bo
written

~Ah 0.0199
E?=w (16)

for a cogstant Prandtl number of 0.7 (ref. 8). In the transi-
tion region there is considerable uncertainty m to whpt the
heat+tmmsferrates may be. In this analysis it was assumed
that Nu/Re was a constant in this transition region and at the
same value that results horn turbulent flow for a Reynolds
number of 8000. This transition region was assumed to
extend down to a Reynolds number that would also result
in the same Nu/Re in lamimw flow. These heat-transfer
correlations are represented graphically in figure 2 nncl
mathematically in table H(a). In this manner the Reynolds
mimber at which the flow changes fkom lamirmrto transition
varies slightly with coolant-passage aapect ratio, Tho fluid
properties of the coolant were based on the film tompcwaturo,
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For finned coolant passagea an effective heat+transfer
coetlicient hf is required. The equation for evaluating hf
is given in reference 9 as

(17)

The effective coefficient is related to the inside coefficient
by a function of the metal thermal conductivity and the
ratio of the inside wetted perimeter to the outside perimeter.
l?or the limiting case with inilnite thermal conductivity,
equation (17) becomes

(18)

=h, +
0

Equation (17) is evaluated for corrugated surfaces in
reference 1 for corrugations having the same chordwise
length as the outside surface that is exposed to the gas stream.
In corrugated-insert blades it generally is not possible to
extend the corrugations around the entire inside periphery
of the blade. At the leading and trailing edges there are
usually areas where there is not room to place the corruga-
tions. For this reason, an evaluation of an entire turbine

blade using the value. of h~ for a corrugated surface gives
an optimistic answer. In this amdysis it -wasassumed that
the ratio of the effective coefficient for the entire blade to
that for a corrugated surface was the same as the ratio of
th6 inside and outside wetted perimeters for the entire
blade to that for the corrugated surface, which is expressed
in equation form as

(19)

where (h~)Ois evaluated from reference 1 for the geometry
used in the blade. This relation assumes that conduction
effects are the same for the entire blade as they are for the
corrugations.

Spanwise bIade temperature distribution.-The local
blade temperature t&= can be obtained from the following
heat balance:

(20)

where Z’i,=is the total cooling-air temperature relative to the
blade at distance z from the blade root. This temperature is
approximately equal to the effective air temperature at this

TABLIZ 11.—EXPRE9SIONS FOR BLADE COOL~TT-PASSAGE NUSSELT NIJMBER AND FRICTION COEFFICIENT

(a) Nuaeelt number

Corrugation Coolanb Reynolds Nusaelt
amplitude, Y, paaesge aspect number, lb number, iVu

in.
Flow region

ratio, a

0.03-0.07 L2&-3.25 58000 0.0199R80J Turbulent

0.07 3.25 1470-6000 0.oo33Re Transition

y 1470 L 85 Lwninar

0.05 Z 25 1260-s000 o. 0033RU Transition

<1280 422 L aminar

0.03 L2S 112543000 0. oo33ti Transition

<1125 3.72 Laminar

(b) Friction coefficient

Corrugation coolant- Reynolds Frktion
amplitude, Y, pase

myo~”t
number, Re coefficient, 4Cf, Flow region

in.

0.03-0.07 1.25-3.25 56000 0.2936 Tmbulent
& 0246

0.07 3.25 2130-S000 O.03255 Transition

<2130 69.2 Laminar
F

0.05 2.25 1970-s000 0.03265 Transition ‘

<1970 6416
Re

0.03 “ 1.25 1300-3000 0.03255 Transition

z 1s00 58. 6S
Re
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11111 1 t 1 I i 18
Flow region

I 1111111— Laminar

,U, ,“, .

a

CMOS
Reynolds number, %

Fmmm 2.—Heat-transfe~ correlation for air-cooled-blade coolant
paaeagea.

point for subsonic Mach numbers. In this analysis the blade
span was divided into ten equal increments, and a stepwise
calculation procedure was used to calculate the temperature
at each increment. To obtain the coolant-air temperature
rise in each increment, the following heat balance was written:

q+w@=hk~(tg, ~– tbp=)+ waE= WaCP,.AT; (21)

where the pumping work lZ done on the cooling air over
the increment AXis

~_&r=Az_—
gJ

Combining equations (21) and (22) results in

(22)

(23)

The blade temperature used to evaluate film temperature
and fluid properties and to calculate ~= at ead increment
was that temperature calculated in the previoue increment.
The spmmise temperature variations in the blade are gen-
erally small enough that tb approximation has little or no
effect on the final results.

Required oooling airflow,-The allowable blade tempera-
ture distribution for turbine bladea dependa on the spanwim
blade stress distribution, the stress-rupture properties of the
blade material, and the stress-ratio factor, as discussed in
reference 10. The required cooling airflow is that which
results in a curve of calculated blade temperature against
blade span that is tangent to a curve of allowable blade
temperature. This cooling ai.rilowwas found by an iterative
procedure. A mtium difference of 2° between the cal-
culated and allowable blade temperature was permitted at
the blade critical section (spanwise position where difference
in calculated and allowable temperature is smallest) in
determmm“ “ g the required cooling airflow.

BLADE PRHURE LOSS=

The cooling-air pressure yange through the turbine blades
was calculated by the method of reference 5 by using the
required cooling airflow fkom the calculations described pre-
viously. The blade was divided into five equal increments
for these calculations. The friction cceflicients used were
the same as those that can be read from figure 3 of reference 1,
using the same values of coolant-passage aspect ratio a as
shown in figure 2 of this report, except that in the transition

region the friction coefficient was assumed to be independent
of Reynolds number in exactly the wime manner as Nu/Re
waa assumed to be independent of transition Reynolds num-
ber in figure 2. Equations for the fiction coefficient are
given in table ~(b) in terms of 40fi for convenience in the
use of the calculation procedure of reference 6.

The cooling-air pressure at the blade baae was assumed to
be 90 percent of the compreawr-discharge pressure, which
allowed for duct 10SSWand some losaeain velocity head. It
was assumed that, if the calculated coolant static pressure
at the blade tip was equal to or greater than the static gas
pressure at the blade tip and if the Mach number at the tip
was subsonic, then the blade was satisfactory with respect
to loss. The static gas pressure at the blade tip was cal-
culated from the turbine velocity diagram that was required
to drive the compressor at the assumed flight conditions.

CALCULATION PROCEDURE

The entire calculation procedure for this analysis was sot
up in equation form, including the pressure-loss calculations
and the relation between temperature and the 100-hour
stress-rupture properties of A–286 alloy, tho turbine blade .
material assumed for this analysis. The calculations were
then made by an IBM 650 Magnetic Drnm Data Processing
Machine. Temperatures, preamnx, and other conditions
used in this analysis are listed in table I.

RESULTSAND DISCUSSION
AIRFOIL WEIGHT,STIML!3S, AND AREAS

Weight,-The total airfoil weights of all the rotor bladea
in a turbine stage are plotted against blade aspect ratio in
iigure 3 for both the iirat and second stagea of the turbines
for turbine diameters of 15,25, and 35 inches. Although the
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analysis presented in thie report is a study of the effects of
blade chord on weight and cooling characteristics of air-
cooled blades, it is more convenient to plot most of the
results of the analysis against blade aspect ratio, because the
range of aspect ratio is common to turbines of diiferent
diameters, while the range of chord size varies considerably
for different diameter turbines.

The weight of the air-cooled blades is represented by a
shaded band. This band coveq the range of weight values
for the corrugation configurations considered herein. For
turbim diameters of 25 and 35 inches, corrugation amplitudes
of 0.03, 0.05, and 0.07 inch were considered, with an outside-
slmll thickness tapering bm 0.045 inch at the root to 0.015
inch at the tip. For the 15-inch-diameter turbine, corruga-
tion amplitudes of 0.03 and 0.05 inch were considered, with
an outside-shell thickness tapering horn 0.030 to 0.010 inch.
Also shown in the figure are weights of solid uncooled blades
hawing the same cross-sectional area at the root section of
the blade and an aerodynamic taper of 3 to 1 from root to tip.

Two important conclusions may”be drawn from @urei 3.
First, air-cooled blades are considerably lighter than solid
blades having the same root profile, particularly for large
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turbine diametem; and second, as aspect ratio (or chord) is
varied, the total blade weight for the turbine is affected to a
much smaller degree for air-cooled blades than for solid
blades. Air-cooled blades of very low aspect ratio can be
used, and the total turbine blade weight will still be lighter
than with solid blades of high aepect ratio.

Airfoil weight does not show the entire picture with regard
to turbine weight, however. The use of low-~ ec~ratio
bladea requires alterations in the turbine disk d-to sup-
port the longer chords. Generally, the longer chords will
probably result in an increase in disk weight, so that the total
turbine weight will increase with chord more than indicated
in figure 3. Some typw of disk structure, such as multiple
disk wheels, may make it possible to increase chord with
little or no increase in d@k weight. An evaluation of disk
weight, however, is beyond the scope of this report. A rather
complete design study is required before representative vari-
ations in disk weight with blade chord can be made.

For constant-solidity turbines the total airfoil weight of
solid blades varies invemely as the blade aepect ratio to the
fit power. (The individual blade weight varies invemely
as the square of the aspect ratio.) In the study of air-cooled
blades included herein, it was found that the total blade
airfoil weight for the turbine varied inversely as the aspect
ratio to a power varying between 0.1 and 0.65, depending on
the turbine diameter. Ii general, the lower exponents ac-
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company the large turbines (larger physical size of blades).
For the 35-inch turbine the exponent wae found to be about
0.1 for the second stage and about 0.3 for the fit stage.
For the 15-inch turbine the exponent was about 0.5 for the
second stage and 0.65 for the first stage. The reason for this
is obvious: With the smallerblades the shell m-d corrugations
occupy a much larger portion of the crow-sectional area
(the proportion of flow area decreases) than with the larger
blades, so that the small blades more nearly approach the
weight variation that occurs with solid bladw.

Stress.—From the root and tip cross-sectional areas that
were detetied for each blade configuration, the centrif-
ugal root equivalent stress was calculated. The results are
plotted against both blade aspect ratio and chord in”iignre
4. Subsequent figur~ are plotted in a similar manner.
The stress values are preaanted as shaded bands, and they
cover the same range of variablea m discwsed in connection
with figure 3. For reference, root stressesare also shown for
solid blades with tip-to-root area ratios of 0.5 and 0.333.
The area ratios for the air-iooled blades vary with blade
size. The shells of all the blades have an area ratio of 0.333,
but the sheet metal making up the corrugations and islands
in the blades is untapered- More corrugations w be in-
stalled in the larger-chord blades (low aspect ratio), which
will help the heat-transfer characteristi~; but the addition
of this untapered sheet metal results in higher area ratios
and thus higher root stresses.

Figure 4 shows tha~ generally, the centrifugal root stresses
of corrugated-insert air-cooled blad~ will be of the same
order of maggitude as those for solid bladea with tip-to-root
area ratios varying from 0.5 to 0.333. WMi low hub-tip
radius ratios (on the order of 0.60 shown for the second stage)
and for blade aspect ratios below 2.5 or 3, the air-cooled-
blade stresses are likely to be higher than those for solid
blades with an area ratio of 0.5. Figure 4 also compares tip-
to-root cross-sectional-area ratios for air-cooled bladea for
various Cctolankpassageconfigurations, blade aspect ratios,
and hub-tip radius ratios; however, a comparison based on
root stress is probably of more general interest.

Inside heat-transfer surfaoe area,-The amount of surface
area that can be placed inside air-cooled turbine blades
relative to the blade outside surface area aflecta the efficiency
of bladeaoliqg. The ratio of the wetted perimetar on the
tilde of the blade to the outside perimeter is plotted in
figure 5 as a function of blade chord and aspect ratio, turbine
diameter, and corrugation amplitude IT The ratio of perim-
eters can vary by as much ae 7 to 1 as the blade chord is
varied from about 1.5 to 0.5 inch (aspect ratio varying from
1.5 to 4) for the 15-inch-diameter turbine. For the larger
turbine engines and the corresponding larger chords, the
ratio of perimetem variea about 2 to 1 for the same range of
aspect ratio. If it were possible to scale blade coolant pas-
sages geometrically, the ratio of inside i% outside surface
area would remain constant as chord is varied. As men-
tioned previously, this is not practical for turbine blades.
The two sketches in &we 1 illustrate the problem involved
when the blade chord is shortened and the same corrugation
geome~ is used for both blade sizes. The smaller sketi
shows that it may not even be potible to attach separate

corrugations to the portions of the shell on both the suction
and pressure surfaces of the blade. “It is obvious that the
small blade is impractical as shown. A diilerent internal
configuration is required, possibly one in which the corru-
gation amplitude changw along the chord so that the corru-
gations will contact both shell surfaces. The sketch is shown
here only to illustrate some of the problems involved in
@@g to obtti large internal surface areas in short-chord
blades.

Figure 5 shows that in all cases the ~atio of heat-transfer
surface on the inside of bladea to that on the outside can be
increased substantially by increasing blade chord (reducing
aspect ratio). For very small turbine blades with chords
on the order of 0.5 inch, the inside surface area becomes less
than the outside surface area. This condition makes cooling
the turbine blades extremely difhmlt.
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The corrugation amplitude &o aflects the amount of
surface on the inside of the blade for a iixed corrugation
pitch. It should be noted, however, that, with respect to
area, frequently a corrugation of 0.07-inch amplitude is
little or no better than one of 0.05-inch amplitude. The
conduction path is longer with the larger, amplitude, and
the inside heat-transfer coefficients will be lower for a given
mass velocity for the large corrugations, so that the extra
heat-transfer surface area with the 0.07-inch-amplitude
corrugations does not necessarily result in a blade that
requires the smallest quanti~ of coolant flow. The large
amplitude may be advantageous, however, because of large
flow area and consequent smaller prwsure losses, as is
discussed subsequently.

Coolant-flow area,—The ratio of the total coolanhflow
area in the bladea to the gas-flow area in the turbine annulus
gives an indication of the quantity of compressor air that

can be bled for turbine cooling for a reasonable pr~e
drop through the blades; or, conversely, it give-san indication
of the pressure losses that will be encountered in the blades
for a given coolanbflow ratio. The ratio of blade eoolant-
flow area to turbine annulus area is plotted in figure 6 as a
function of blade chord and aspect ratio, turbine diameter,
and corrugation amplitude. The trends here are similar
to th,ose for heat-transfer surface area. As the chord is
decreased, the coolant-flow area is reduced, which may result
in pressure-loss difficulties. It will be noted, however, that
large-amplitude corrugation are almost always an advantage
as far as coolant-flow area is concerned.

BLADE COOLANT.H,OW REQUIREMENTS

Heat-flow rates,—The quantity of heat that must be
removed horn a turbine blade by the cooling air is a function
of the gas-to-blade heat-tiansfer coetlicient, the temperature
difhwence between the gas and the blade, and the surface
area. The temperature difference between gas and blade
is essentially independent of blade chord, since allowable
blade temperature is determined by blade stress level
(affected only slightly by blade chord) and the stress-
rupture properties of the blade material. Also, for constant-
solidity turbines the total blade surface area is constant.
Consequently, the heat-flow rate into the blade is almost
solely a function of the gas-to-blade heat-transfer coefficient
Iio. Equation (16) shows that h. varies inversely as the
blade chord to the 1– z power.

It is evident, then, that increasing blade chord (or redueing
blade aspect ratio) will reduce the cooling loads in blades.
This effect is shown on a relative basis in figure 7. As stated
previously, it appema that a representative value of 2 for
rotor blades is 0.70. In reference 11 a value of z of 0.52 is
given for a reaction-type blade that might be suitable for
stators. The curves in iigure 7 were obtained with these
valu~ of z. The iigure shows that doubling the blade chord
will reduce the heat-flow rate about 19 percent for rotor
bladea and about 28 percent for stator blades.

Required ooolant-flow rates,—The combined effects of
the areas shown in figures 5 and 6 and the variations in heat
flow illustrated in figure 7 on the coolant flow required to
cool blades for the turbines eonsidered in this analysis are
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shown in figure 8, where the ratio of coolant flow to turbine
gas flow is plotted against blade chord and aspect ratio.
The figure show that, invariably, as the blade chord is de-
creased (increased aspect ratio) the total quantity of air
required for turbine cooling increases for a given corruga-
tion cotiguration in the coolant passage. The reasons for
this are, of course, obvious from the discussion of previous
figures. However, in some mcs the variations in required
flow rate with blade chord and aspect ratio are quite large,
particularly for small turbines, where the chord may become
quite small. The analysis shows that the flow required for
blades with l-inch chord is generally about twice that re-
quired for blad~ with 3-inch chord. By further reducing
the chord to 0.5 inch, the required coolant flow may become
over twice that for blades with a l-inch chord.

Figure 8 also shows the effect of corrugation amplitude on
required cooling-airflow rate. Generally, the effect of am-
plitude is much smaller than the effect of blade chord on

required coolant flow, particularly for the second stage of
the turbines. In the second stage the gas temperature is
reduced relative to that of the first stage, so that the cooling
load is less severe and smaller variations due to either chord
size or corrugation amplitude would be expected. Because
of the small effect of corrugation amplitude on ccoling-
airflow requirements, the required flow for 0.05-inch corru-
gations is not shown for the 25- and 35-inchdiameter tur-
bines. A few wlculations were made, which showed that
the flow required for a corrugation of 0.05 iuoh was inter-
mediate between that required for the 0.07- and 0.03-inch
corrugations.

The tilde heat-transfer surface area can usually be iu-
cr-ed by increasing the amplitude of the corrugations
(~. 5). Large surface area is usually desirable to improve
cooling tiectiveness, but it will be noted in figure 8 that
slightly leas cooling air is required with the smaller corru-
gation amplitude. The larger surface area of the large cor- .
rugations is more than offset by the reduced hydraulic
diameter (which inoreases the hea~transfer coefficient) of
the small cm.rugations.

The effect of cmrugation geometry on required cooling air-
flow appears to have a different trend for the 15-inohdiamoter
turbine than for the other two diameters. For the largrx-
diameter turbines the difference in required cooling airflows
for the 0.07- and 0.03-inch-amplitude corrugations increases
with increasing aspect ratio (decreasing chord); but for the
M-inch turbine the required flows are the same for different
amplitude for an aspect ratio of 4. This effect can be ex-
plained by the fact that, for a turbine blade with 0.6-inch
chord, it was not possible to place any corrugations inside
the coolant cavity. For this reason the blade with 0,6-inch
chord has the same flow area and same heatArrmsfer arm for
the blades represan.tedby both the dashed and the dash-dot
lines. The blade was actually a plain hollow blade.

With respect to heat transfer, @re 8 shows that there is
generally considerably freedom in the choice of the corruga-
tion amplitude, but prwure losses within the turbine blades
should also be considered. Figure 8 gives no indication of
the supply pressure required to force the cooling air through
the blades. It is possible that under some conditions tlm
pressure available from the engine compressor may be
insufficient.

BLADE PEP9SURE LOSSES

Coolant pressure at blade tip.-lh order to force coolant
through air-cooled turbine blades that discharge the cooling
air at the blade tip, it is riecexmry that the static pressure of
the coolant at the tip be at least aahigh as the static pressure
of the gas at the tip. Ih this analysis coolant pressure10s9ss
were calculated for an inlet supply pressure that was as high
as is considered feasible with the use of compressor bleed, in
order to determine whether it would be possible tc force tho
required flow through the blade. This supply pressure was
90 percent of comprwaor-discharge total pressure, since it
seems likely that at least a 10-percent loss in pressure will
result from loss of velocity head and duct 10WW. The cooling-
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air temperature was assumed to be at compressor-discharge
temperature. The static pressure of the cooling air at the
blade tip is shown in ilgure 9 for these conditions of Met
pressure and temperature and for the flow rates shown in
figure 8. The static gas pressureat the blade tip is also shown
for the ilrst stage of the turbine. For the second stage the
static gas pressure is not shown, because it is much below the
scale on the curves (4000 lb/sq ft, table I).

For all cases shown except one, the static cooling-air pres-
sure at the blade tip in the first stage can become less than
the static gas pressure as the blade chord is decreased. This
pressure limitation very definitely limits the minimum blade
chord that can be tolerated. There appear to be no pressure
limitations in the second stage of the turbine.

I?igure 9 shows that it may be advantageous to use large-
amplitude corrugations in turbine blades to reduce pressure
losses, even though the cooling-airflow requirements are
somewhat higher (fig. 8). It can be obsened hm iigure 9
that under some conditions it is possible to have a coolant

pressurerise through the blades. The supply total pressure
to the bladea was approximately 94OOpounds per square
foot; yet for many cases the tip static pressureis considerably
higher than the supply total pressure. This pressure rise is
rLresult of the pumping due to rotation.
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Coolant Maoh number at blade tip.-Relatively low
coolant-passage Mach numbem aregenerally desirable. High
Mach numbers in themselves are not necessarily a disadvan-
tage; but they cause static-pressure losses, and the blades
may choke and make it impossible to increase the coolan&
flow rate without increasing the coolant density. A high
cookmkpassage Mach number gives little margin for error
in the design. For instance, if the Mach number is 0.7,
the flow rate can only be increased about 9 percent for a
constant total pressure and temperature before choking
will occur. The coolant Mach numbers at the blade tip are
shown in iigure 10 for the same pressuresand flows obtained
from figures 8 and 9. Comparison of figures 9 and 10
shows that, when the tip Mach number approaches a value
of-about 0.4, the static-pressure losses in the blade may be-
come excessive. Figure 10 gives further indication of flow
d.iflicultieathat can be encountered with small-chord blades.

GRNBRALITY OF RE3UL’M

The results of this analysis are presented for specific engine
conditions. Therefore, the values of blade aspect ratio
or blade chord at which cooling may become diflicult
cannot be considered to be general. By changing the turbine
blade material, the coolant temperature, the turbine-inlet
temperattiej the turbine stress level, the blade stress-ratio
factor, or other design conditions, cooling limitations may

L !
n 3 2 1.5.- 1.2

c

I , I I
-c
u 3 2 1.5 I

z
c’

.8

.4

w

<-- (c)

‘1 2 3 4

E
Second sta e; Wt = 0.60

—- -

I I ,
3 2 1.75

c

EEE———-—
I I I 1 #

3 2 L5 L25
c

B
I 2 3 4

Blade aspect rati~ .w
~ t 1 !
2 .75 .S32 1 .75

Blade chard, c, in

(a) Turbine diameter, 36 inohes.
(b) Turbine diameter, 26 inohes..
(o) Turbine diameter, 15 inches.

FIcxmn 10.—Effeot of turbine blade size on cooling-air Maoh number
at blade tip.



.. —. —..—— ---— .—

370 REPORT135&NAmONti ADVISORYCO~ FORAERONAUTICS

be met at entirely diflerent conditions from those encountered
in this dysk. For example, the cooling-airflow require-
ments were calculated for the 35-inchdiameter turbine for a
chord of 2 inches and a coolan&pawmge ~plitude for three
different stress-ratio factora (ratio of design stress to average
centrifugal stress). b the stress-ratio factor is increased,
the blade is designed for a higher stress level; amd conse-
quently it must operate at a lower temperature. & a
result, the coolant%ow requirenmntsincrease with increasing
stress-ratio factor. Figure 11 shows the effect of stress-ratio
factor on cooling airflow, tip Mach number, and coolant
pressure at the tip. A similaxeffect would result from vary-.
ing the blade material. A material capable of withstanding
high temperaturesmight have the trend exhibited for a stress-
ratio factor of 1, while a material that could not withstand
such high temperatures would exhibit the trends shown for a
higher stress-ratio factor. & would be expected, the re-
quired coolant flow and tip Mach number increase and tip
static pressure decreases with an increase in stress-ratio
factor; but there are no great changes that would indicate
that the trends of &ures previously presented would vary
greatly if a d.iilerent set of conditions were chosen for the
calculations. Stress-ratio factor would, of course, have a
much larger efFectfor a blade chord that reauked in higher
tip Mach numbem and lower tip static pressures.

Figure 12 shows how coolant-flow requirements, Mach
number, and tip pressure can be affected by the coolant
temperature. Most of the calculations for this analysis
were made with a coolant temperature of 1247° R, which
corresponds to the temperature at the discharge of the com-
prmsor. By use of an aftercooling device, it may be possible
to reduce the cooling-Gr temperature. In *e 12 curves

are shown for cooling-air supply temperatures of 1247° and
1000° R for the fit stage of the 36-inch-diameter turbine,
A reduction in moling-air temperature naturally reduces the
quantity of air required for blade-cooling. The cooling-
airflow reduction shown in ilgure 12 varies between about 20
and 25 percent over the range of blade chords investigated.
At low coolant Mach numbers the Mach number reduction
due to reducing cooling-air temperature is about the same
order of magnitude as the reduction in cooling airflow.
This effect on static pressure at the blade tip is quite small.
For a blade chord of 1 inch, however, there is a large differ-
ence in tip Mach numbers owing to the cooling-air tempera-
ture effect; but, as can be seen frgm the shape of the curves,
reducing the cooling-air temperature does not allow a signif-
icant reduction in petilble blade chord. The results
shown in iigure 12 are sirnihwto those shown in figure 11,
in that the conclusions that can be drawn from this study
do not appear to be affected significantly by the value of
cooling-air temperature used in the analysis.

It is not within the scope of this report to investigate the
effects of turbine blade chord for all combinations of mghm
conditions. It is believed, however, that enough conditions
were investigated to point out trends and to indicate that
the use of small-chord blades can become a problem in air-
cooled engines. Other blade coniigumtions may possibly
create lW of a pioblem than corrugated blades for small
chords, but even with those configurations similar trends
would be expected. & turbine-inlet temperature is in-
creased above 2500° R, the problems will become more
severe than presented herein because of the higher coolant
flows that will be required. It can be concluded from this
study that in the design of air-cooled turbines it is generally

Stress-ratio factor

FIGUEE 1I.—Effect of stress-ratio fautor on cooling and pressure-drop characterietks of turbine blades. First staRe of 3fi-inoh-diamotor
turbine; chord, 2 inches; corrugation amplitude, 0.07 inch.

Fimmm 12.—Effect of cooling-air temperature on

Sladechord; C, im

cooling and p~op uharaoterietix of turbine blades. Firststageof 36-inohdiameter
turbine; corrugation amplitude, 0.07 inch.



DFFECT OF CHORD ON WEIGHT AND COOLING CHARACTERISTICS OF COOIJ3D TURBINE Blk4DES 371

desirable to utilize blades with as large a chord as appears
fensible from considerations of disk stress and aerodymamies.

SUMMARYOF RESULTS

The results of this investigation of the effects of chord
size on weight and cooling characteristic of air-moled turbine
bladea can be summarized as follows:

1. Air-cooled-turbine blade weight is aflected to a much
smaller degree by the size of the blade chord than is the
weight of solid uncooled blad=.

2, When solidi~ is maintained constant, the heat-transfer
surface and the flow area in the coolant paaaage of air-
cooled blades are considerably larger relative to the surface
and flow area on the gas side of the blades with large-chord
blades than with small-chord blades. As a result, cooling
large-chord blades should be easier.

3. Heat-transfsr and pressuredrop analyses show that
small-chord bhtdea require a larger total amount of cooling
air for the turbine and have higher pressure lossm than
larger-chord blades. Cooling airflow for turbines with 1-
inch-chord bladea is generally about twice that required for
turbines with 3-inch-chord blades. By further reducing the
chord to 0.6 inch, the required cooling airflow may become
more than twice that for blades with l-inch chord.

4. Woling-air pressure losses increase as blade chord
is reduced, and it may often be impossible to pass the cooling
airflow required at the pressure levels available @m com-
pressor bleed to cool blades with small chords.

6. The exact blade chords at which it may no longer be
feasible to cool air-cooled blades depend upon the assump-
tions and conditions of the analysis, but the trends indicated
in this report are probably general for other engines, other
blade configurations, and other engine conditions.
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